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Ci riserviamo di apportare in qualsiasi momento e senza darne comunicazione le modifiche che riterremo opportune.
We reserve the right to carry out any modifications we may consider opportune at any time and without prior notice.

SPECIFICATIONS

ELECTRICAL

Line Voltage 3 x380 to 460 V AC - with ground – no neutral

Efficiency 90% at full rated output

Power Factor 0.9 at full rated output

Maximum Absorbed Power 11,5 kVA

Maximum Output Power 10 kW

Output Frequency 40 – 50 kHz

Maximum Output Voltage 1000 Vrms

Maximum Output Current 18 Arms

Load Match 6 taps ( + variable impedance)

Working Mode Manual

Automatic mode “W”
Automatic mode Specific Power
Automatic mode V.out rms
Automatic mode I.Out rms

Arc Control Automatic sensitivity adjustment

depending on the Power Level of the adjustment
Mode used.

Interface Profibus-DP

Cooling Totally in Air

PHYSICAL
Generator

Size W 656 H 386 D 386 mm

Weight 39 Kg

Protection level IP44

Output Transformer

Size W 396 H 403 D 320 mm

Weight 56 Kg

Protection level IP44

ENVIRONMENTAL
Temperature range 5 - 40 °C

Humidity range 15 – 85% non condensing
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